
CITY OF BATAVIA

100 N. Island Ave., Batavia, IL  60510

(630) 454-2000   www.cityofbatavia.net

HISTORIC PRESERVATION COMMISSION

November 14, 2016

5:30 PM

City Hall – City Council Chambers – 1st Floor

Call To Order

Roll Call

Items Removed/Added/Changed

Approval Of Minutes
October 10, 2016  

HPC 10-10-16_DRAFT.PDF

Matters From The Public (For Items Not On The Agenda)

COA Review: 109 South Batavia Avenue

Chimney Reconstruction (Mark Fields, Applicant)

109SBATAVIA-COA-CHIMNEY.PDF

COA Review: 109 South Batavia Avenue
Storefront Replacement (PM D.C, Applicant) 

109SBATAVIA-COA-ELEVATIONMOD.PDF

COA Review: 107 North Batavia Avenue
107 North Batavia Avenue – Façade Improvements (Clement Arechiga, Applicant) 

COA-107NBATAVIA-EXTERIORMOD.PDF

COA Review: 160 West Wilson Street

Wall Signs (Michael Farrell, Applicant) 

160WWILSONST-COA-SIGN-2016.PDF

COA Review: 150 First Street
Replacement Entry Doors and ADA Ramp (Sean O ’Brien, - Batavia Enterprises, 
Applicant) 

150FIRST-COA-APP-WPLANS.PDF

COA Review: 100 North Island Avenue
Replacement Windows (City of Batavia, Applicant) 

COA-100NISLANDAVE-WINDOWS.PDF

COA Review: 238 East Wilson Street

Front Porch Railing Repair  (Thomas Bittner, Applicant)

COA-238EWILSON-RAILING.PDF

Updates

1. 7 East Wilson Street—Historic Inspection 
2. Anderson Block Building—Masonry Maintenance 
3.  Significant Historic Building Inspection Program 

4. 10/12 North River Street—Historic Inspection 
5. 227 West Wilson Street—Historic Inspection 
6. 109 South Batavia Avenue—Historic Inspection 
7. 8 North River Street—Historic Inspection 
8. 16 East Wilson Street—Historic Inspection 
9. Certified Local Government 

Other Business

Adjournment
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 MINUTES
October 10, 2016

Historic Preservation Commission
City of Batavia

Please NOTE: These minutes are not a word-for-word transcription of the statements made at the 
meeting, nor intended to be a comprehensive review of all discussions. They are intended to make an 
official record of the actions taken by the Committee/City Council, and to include some description of 
discussion points as understood by the minute-taker. They may not reference some of the individual 
attendee’s comments, nor the complete comments if referenced.

1. Meeting Called to Order
Chair Bus called the meeting to order at 5:30pm.

2. Roll Call

Members Present: Chair Bus; Vice-Chair Hagemann; Commissioners Sherer, and Roller

Members Absent: Commissioner Sullivan

Also Present: Jeff Albertson, Building Commissioner; and Jennifer Austin-Smith,
Recording Secretary

3. Items to be Removed, Added or Changed
There were no items to be removed, added or changed.

4. Approval of Minutes: September 26, 2016

Motion: To approve the minutes from September 26, 2016
Maker: Sherer
Second: Hagemann
Voice Vote: 4 Ayes, 0 Nays, 1 Absent

Motion carried.

5. Matters From the Public (for items not on the agenda)
Chair Bus asked if there were matters from the public for items not on the agenda. There were
none.

6. COA Review: 901 North Batavia Avenue
Antenna Revisions (LCC Telecom, applicant)

Justin Castello, LLC Telecom, stated that they plan to take down the three antennas that exist on
the structure and replace them. AT&T will also run fiber and a DC connection through the
antennas as well. AT&T would be updating the equipment that is in the basement. Albertson
stated that the replacement antennas would be taller, wider and thicker. Bus clarified that they
would be sixteen inches taller and three inches wider. Bus stated that the difference woulg not be
noticeable.

Chair Bus stated that this building is a landmark structure. He asked if there were any comments
from staff. Albertson stated that in the future there would be some discussions about making sure
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antennas are not so prominent. He would like to have discussion on how to camouflage future
antennas. 

Motion: To approve the COA as presented
Maker: Hagemann
Second: Roller
Roll Call Vote: Aye:  Hagemann, Sherer, Roller, Bus

Nay:  None
4-0 Vote, 1 Absent, Motion carried.

7. Certified Local Government Discussion
Albertson stated that staff is in the process of reviewing what paperwork we have from before
and if we need any additional paperwork. Staff is looking into filing the application sometime
during the winter months. 

Bus suggested inviting the Historic Preservation Society to an upcoming HPC meeting and have
a round table discussion on submitting a grant application for a public event of some sort
regarding HPC issues. Hagemann stated that MainStreet is looking to recreate the “Skaters on
the Pond” photo on its 60th anniversary. Bus stated that the HPC should do more with MainStreet
also. 

8. Election of Officers
Bus stated that at the September 26th meeting he asked Sherer and Roller to be the Nominating
Committee for the election of officers. He asked for a report from the Nominating Committee.
The Nominating Committee reported that after lengthy discussion and conferencing with Jeff
Albertson on proper procedure they are nominating Hagemann to serve as Chair and Roller to
serve as Vice-Chair. Chair Bus asked for nominations, in accordance to Robert’s Rules of Order,
three times. The nominations remained the same. 

Motion: To elect Hagemann as Chair and Roller as Vice Chair
Roll Call: Aye:  Hagemann, Sherer, Roller, Bus

Nay:  None
4-0 Vote, 1 Absent, Motion carried.

9. Updates:
1. 7 East Wilson Street – Historic Inspection
2. Anderson Block Building – Masonry Maintenance
3. Significant Historic Building Inspection Program
4. 10/12 North River Street – Historic Inspection
5. 227 West Wilson Street – Historic Inspection
6. 109 South Batavia Avenue – Historic Inspection
7. 8 North River Street – Historic Inspection
8. 16 East Wilson Street – Historic Inspection
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Albertson reported that staff is working with some owners to get some work done. Albertson is
working with the owner of El Taco Grande on a replacement proposal that would come to the
HPC shortly.

Hagemann asked if there were any inspections coming up. Albertson stated that they are
finishing the buildings on River Street first, then Wilson Street and then work their way west. He
stated that if the Commission had any other buildings that they felt needed to be inspected to let
him know. There are no upcoming inspections at this time. 

10. Other Business
Albertson reported that Gaetano’s is moving upstairs. Gaetano purchased the building in August
and plans to build a dining hall on the second floor. 

Sherer asked if the weather is bad this winter if it would continue to significantly deteriorate the
limestone on the bank building. Albertson stated that he does not believe it would get
significantly worse during one winter. He added that he spoke to Mr. Marconi about it and he
was going to get bids. Albertson will follow up with him on this matter.

Sherer asked about Stosh’s old building. Albertson stated that new owners have purchased it and
he has heard that they would like to do repairs on the building. An inspection of the building was
done and the new owners have a list of items to repair. Hagemann stated that the new owners
intend to repair the apartments on the second floor and have retail on the first floor. 

Bus asked about the status of the Baptist Church project. Albertson stated that the three
demolition COA’s have been through the City Council and approved. Albertson stated that there
has been discussion on saving the signage or moving the wood-framed Larsen Becker building as
part of the Larsen Becker complex. 

Roller asked about the old Walgreens. Albertson stated that there is no news on the old
Walgreen’s and they are still negotiating with Blue Goose.

Roller mentioned that she looked into the historic building plaques in the City of Elgin. In order
to get more information, Roller has reached out to the contact at the City of Elgin. Once she
receives the information on the historic building plaque program she will share it with the
Commission. 

11. Adjournment
There being no other business to discuss, Chair Hagemann asked for a motion to adjourn the
meeting at 6:01pm; Made by Bus; Seconded by Roller. Motion carried.

Minutes respectfully submitted by Jennifer Austin-Smith









































F
67
7

67
8

677
.56

675
.83

675
.90

678
.09

677
.67

8
676

.50

675
.89

675
.90

67
6.0
6

677.84677
.98

677
.95

678.06

677.68
676.79

677
.66

E
El.=

675.89'
Grate

Drainage

Asphalt

Pave
ment

26' - 0" 5' - 2"

SLOPE DOWN

EXISTING
BLACKTOP

EXISTING
LOADING DOCK

4
'  -  9

 3
/ 8

"
1

2
' - 0

"
8

'  -  7
 5

/ 8
"

EXISTINGNEW

NEW ALUM. DOOR
AND TRANSOM

NEW OVERHEAD
DOOR, ALUM. AND
GLASS

NEW Q-RAMP FIBERGLASS
TREADS AT 4'-O.C. POSTS

PAINTED ALUM POSTS
DOWN TO GRADE BEAM INFILL 4X4 PAINTED WIRE MESH

REMOVEABLE RAILINGS AT GAS MAINS

1:12 RAMP PER ADA

DATE:

DRAWN:

SCALE:

PROJECT NO.: A U R O R A   S T U D I O , I N C.

121 W. Benton St.
Aurora, IL 60506
(630)879-8831
aurora@allenpepa.com

 1/4" = 1'-0" A0-1
09/03/10

-
BATAVIA ENTERPRISES RAMP AT LOADING DOCK
140 FIRST STREET, BATAVIA, IL  60510

00-000SEAN OBRIEN, BEI (630) 879-3680

SITE PLAN 1/4" = 1'-0"1 SITE PLAN



NEW OVERHEAD
DOOR, ALUM. AND
GLASS, HUNTER
GREEN

REPAIR AND PAINT 1X6
T&G V-GROOVE SIDING

GRADE BEAM CURB

3'-6" CONCRETE
PIERS AT 1/3 PTS, +/- 8'

TRENCH FOOTING

4X4 PAINTED WELDED WIRE FABRIC

Q-RAMP SYSTEM,
FIBERGLASS PLANKS,
ALUM. COLUMNS, PAINTED

DATE:

DRAWN:

SCALE:

PROJECT NO.: A U R O R A   S T U D I O , I N C.

121 W. Benton St.
Aurora, IL 60506
(630)879-8831
aurora@allenpepa.com

 1/4" = 1'-0" A1-1
07/22/02

-BATAVIA ENTERPRISES RAMP AT LOADING DOCK
140 FIRST STREET, BATAVIA, IL  60510 00-000

 1/4" = 1'-0"1 BEI RAMP SKETCH

SCOPE OF WORK:
01: GENERAL CONTRACTOR

02 DEMO: EXCAVATIONI FOR
FOOTINGS

03: CONCRETE: PERS, TRENCH
FOOTING AND GRADE/BEAN CURB.
12" MAX, HIGH ABOVE GRADE

04: MASONRY - NONE

05: STEEL: NONE

06: CARPENTRY:
   06A: REPAIR T&G SIDING
   06B: ADD NEW 1X6 T&G/V-GROOVE
UNDER RAMP FLOOR ABOVE GRADE.

07: THERMAL AND MOISTURE: NONE

08: DOORS AND WINDOWS:
   08a. OVERHEAD DOOR ALUM.
FRAME AND TEMPERED GLAZING
   08b. NEW ALUM. DOOR AND
TRANSOM

09. FINISHES: PAINT V-GROOVE
SIDING, HUNTER GREEN.

4" X 4" WELDED SIRE
FABRIC, POWDER
COATED BETWEEN
POSTS



DATE:

DRAWN:

SCALE:

PROJECT NO.: A U R O R A   S T U D I O , I N C.

121 W. Benton St.
Aurora, IL 60506
(630)879-8831
aurora@allenpepa.com

 1" = 20'-0" A1-2
06/19/15

AuthorBATAVIA ENTERPRISES RAMP AT LOADING DOCK
140 FIRST STREET, BATAVIA, IL  60510 00-000

 1" = 20'-0"1 Q-RAMP REF. INFO



DATE:

DRAWN:

SCALE:

PROJECT NO.: A U R O R A   S T U D I O , I N C.

121 W. Benton St.
Aurora, IL 60506
(630)879-8831
aurora@allenpepa.com

 1" = 20'-0" A1-3
06/19/15

AuthorBATAVIA ENTERPRISES RAMP AT LOADING DOCK
140 FIRST STREET, BATAVIA, IL  60510 00-000

 1" = 20'-0"1 Q-RAMP REF INFO 2







 CITY OF BATAVIA 
 

 

DATE: November 2, 2016 

TO:  Historic Preservation Commission (HPC) & City Building & Zoning 

 Departments 

FROM: John Dillon 

SUBJECT: Window Replacement Project – Batavia Government Center, 100 N. Island 

Ave.  

 

The City of Batavia is in need of window replacements at the Batavia Government Center, 100 

N. Island Ave., Batavia, IL. 

 

As such, please find attached submittals pertaining to the proposed window replacement project.  

 

Items of interest for consideration; 

1. City staff has presented the attached plans to the Batavia City Council for review and 

comment, but funding for the project will be over multiple years as approved by the City 

Council. 

2. City staff, in agreement with the City’s project architect, Lane Allen of Allen & Pepa 

Architects, is recommending Option 1b.  Option 1b provides the following benefits: 

a. A full sized window option vs. the “in-filled” windows currently in use 

b. An awning window that can be used by employees as necessary.  Staff feels a double-

hung option is prohibitive due to the large size of the windows and possible difficulty 

in operating such a large window sash. 

c. Muntins, or grilles, between the glass, rather than surface mounted.  Between the 

glass will provide much easier long-term maintenance and cleaning.  The muntin 

option also provides a look returning to the original 1903 true divided glass panels. 

d. Staff is recommending exterior finish to be extruded aluminum with interior wood 

finishes for the longest possible life, durability and ease of installation. 

  

After approval by the HPC and the City Council staff plans to install up to three (3) of the 

preferred design windows to observe constructability standards and aesthetic nuances. After such 

time, the City would formally bid the replacement project and replace the remainder of the 

windows over a multi-year period of time (proposed 3 years). 

 

 

C: Mayor & City Council  

Laura Newman 

Gary Holm 

Peggy Colby  

Kevin Maloney 

 

 

 



BATAVIA GOVERNMENT CENTER  
CONDITIONS ASSESSMENT REPORT (CAR) 

Supplement 1:   Window Replacement Informa on 
May 22, 2015 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Prepared by: 

 
AURORA STUDIO 

121 W. Benton Street 
Aurora, IL 60506 
(630) 879‐8831 

LALLEN@allenpepa.com 
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Supplement 1‐Window Replacement Information 

 

Allen+Pepa Architects, Inc.  Aurora Studio 
 

1 

 
WINDOW REPLACEMENT INFORMATION 
 
Window replacement has always been an expecta on of the COB staff. The CAR report confirms the 
following concerns: 

• The windows are currently 31 years old. (1984 Andersen Windows) There are many signs of 
increasing deteriora on and failure such as ro ng frames, foggy windows (bad seals), windows 
caulked shut and deteriora ng hardware. Numerous awnings are basically inoperable. 

• As illustrated in the thermal images, the cold convec ve air currents and air infiltra on around 
the fixed frames /operable awing windows is trapped in the window recess, which can make 
these areas especially cold in winter. See CAR Report for more informa on and images 
regarding these thermal condi ons. 

 
The best op on is to replace all of the windows in succession to simplify the bidding process and 
maximize the contractor’s  me and effort. Allen+Pepa Architects has assembled mul ple design op ons 
and the budgetary pricing for replacement windows.  The variables discussed in this appendix include 
the following: 
 
1. WINDOW SIZE OPTIONS:  

Op on 1: Match the size of the exis ng windows including infilled panels at each side of the 
window 
Op on 2: Remove the infilled panels and replace with windows that are the full size of the 
masonry opening.  

 
Both op ons would replace the arched header and re‐insulate behind it. The city staff is considering a 
“mock‐up” process so all the labor and costs associated with the replacement windows can be evaluated 
before proceeding with the en re window replacement project. Some interior drywall work, window 
sills and trim is unavoidable with the window replacement, regardless of which op on is chosen. Full 
width windows may be slightly more challenging in a few loca ons, but choosing the full‐width windows 
is not a significant difference in the total scope of work. 
 
2. WINDOW STYLE OPTIONS:   
The exis ng window style is a fixed upper window over an operable awning window. Allen+Pepa has 
obtained pricing for two conceptually different op ons:  
 
Op on 1: Match the exis ng configura on of a fixed window over an operable awning window.  
Op on 2: Replace the windows with single‐or double‐hung windows, similar to the original 1901 design.  
 
Either op on would require replacement of the arched header panels and re‐insula on behind them. 
Depending on the chosen width, the 8” side panels may also require replacement and insula on.  
 
3. MUNTIN OPTIONS:   
This package includes images of 6 designs for the placement of mun ns, including various designs with 
areas of open glass. While “Simulated Divided Lite” grilles offer the look that is closest to the original 
historic windows, for maintenance reasons we have priced “Grilles in Glazing” mun ns, where the grilles 
are encased within the double‐sided window glass. This offers a historic look, while avoiding the 
cleaning and maintenance issues that would be added by dimensional grilles. See a ached drawings. 



BATAVIA GOVERNMENT CENTER CONDITIONS ASSESSMENT REPORT:    
Supplement 1‐Window Replacement Information 

 

Allen+Pepa Architects, Inc.  Aurora Studio 
 

2 

ARCHITECT RECOMMENDATION: 
A er numerous discussions of all the issues involved, including window operability, maintenance, 
cleaning issues, appearance, cost, and historic character, the architect and the staff are recommending 
Op on 1b, as illustrated in this document.   
Op on 1b consists of the following op ons: 

• A full‐width window  
• A fixed upper window over an operable awning window.  
• The fixed upper window has a 20‐lite grille of between‐the‐glass profiled mun ns.  
• The operable awning window is clear of mun ns and has an interior (vs. an exterior) screen. 

 
While an awning window is not a historical type, the full‐width window and 20‐lite grille are reminiscent 
of the propor ons of the original historic windows. The recommenda on is to use profiled mun ns (vs. 
flat) as they are more similar in character to the historical mun ns. Because of the window size, there is 
concern that a double hung window would be heavy to operate, while the operable awning will be easy 
to open and close. The internal screen typical of awning windows will keep the glass much cleaner than 
external screens, which are typical on double‐hung windows.  See the following proposals for pricing. 
 



BATAVIA GOVERNMENT CENTER CONDITIONS ASSESSMENT REPORT:    
Appendix 1‐Window Replacement Information 

 

Allen+Pepa Architects, Inc.  Aurora Studio 
 

1 

The following summary of quotes correlates with the drawings of the numerous window options.  
Conceptually, Option 1 is a fixed over awning and Option 2 is double‐hung windows. 
 
Bidders and contact information: 
MARVIN WINDOWS GENERAL SPEC: Contact: Mike Spatz: (630) 365‐5772 
Midwest Window & Supply 
800 Hicks Rd 
Elburn, IL 60119 
 
ANDERSEN (EAGLE) WINDOWS GENERAL SPEC: Contact: Scott Simon (563) 556‐2270 
Eagle Windows and Doors 
2045 Kerper Blvd 
Dubuque, IA 52001 
 
Basic Specifications: 

• Extruded aluminum clad with Kynar commercial coating, the longest lasting  finish 
• Bare pine wood interior 
• Low‐e insulated glass 
• 4‐9/16 jambs (will require interior GWB to me cut to install perimeter insulation) 
• Window Size Option: 

o Infilled Window Option (48” wide opening in 65” Masonry Opening) 
o Filled Window Option (4’‐10” wide window with 3” perimeter in 65” MO) 

• Glazing Options: 
o Option: “SDL” (simulated divided lite). Fixed grille inside and outside with spacer in the 

middle to mimic  historical authentic  grilled windows –long term cleaning issue 
o Option: “Grilles in airspace” is a profiled grille  in‐between the glass panes‐ easier to 

clean 
• Square windows with infill radius top.  See Drawing Sheets A4‐4, A4‐5. 

                        Pricing Range: 
Option 1  Picture over Awning, no grills (Infill and to match existing) $ 105,ooo‐115,000.‐‐
Option 1b  Picture with 20 grills, over Awning (Full Width) (Int. Screen) $ 152,000‐162,000.‐
Option 2a  Double Hung windows, no grills (48” wide Infill) (Int. Screen) $  90,000.‐ $100,000
Option 2b  Double Hung, SDL (48” wide Infill) $120,000.‐ $125,000
Option 2c  Double Hung, Grills in glass (48” wide Infill) $105,000 – $110‐

000.‐ 
Option 2d  Double Hung, Grills in glass (4’‐10” wide with perimeter trim) $ 123,000 – 128,000.‐
 
Option to grille pattern: any grille count that is rectangular is the same price as current pricing (different 
from Andersen) 
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A1‐2 S ‐ K8.0H – Some air 
infiltration along bottom 
right corner 

 

A1‐1 N ‐ K8.0C – some air 
infiltration along bottom left 
of window. 

 

A1‐1 S ‐ K8.0E – some air 
infiltration at bottom right 
corner of window. 

 

A1‐2 S ‐ K8.0K – air 
infiltration along bottom of 
lower sash. 

 

A1‐1 S ‐ K8.0B – some air 
infiltration at bottom of 
window. 

 

A1‐1 S ‐ K8.0E – example of 
temperature difference at 
window frame ‐  not unusual 

 

 

 

A1‐2 S ‐ K8.0M – some air 
infiltration along bottom 
frame of window. 

 

A1‐1 S ‐ K8.0E – some air 
infiltration along bottom of 
window. 

 

A1‐1 S ‐ K8.0E – some air 
infiltration at bottom left 
corner of window. 

 

  THERMAL IMAGES



WINDOW CONFIGURATION OPTIONS� 	2015
 
 
 

   
                                  ALLEN+PEPA ARCHITECTS 

       

 

OPTION 1:  FIXED WINDOW OVER OPERABLE AWNING WINDOW. INFILLED SIDES. 



WINDOW CONFIGURATION OPTIONS� 	2015
 
 
 

   
                                  ALLEN+PEPA ARCHITECTS 

 

OPTION 1b: TYPICAL WINDOW: FIXED (20 LITE) OVER OPERABLE AWNING. FULL SIZED WINDOW.  (RECOMMENDED OPTION) 



WINDOW CONFIGURATION OPTIONS� 	2015
 
 
 

   
                                  ALLEN+PEPA ARCHITECTS 

 

 

OPTION 1c: TYPICAL WINDOW: FIXED (16 LITE) OVER OPERABLE AWNING. INFILLED SIDES.   



WINDOW CONFIGURATION OPTIONS� 	2015
 
 
 

   
                                  ALLEN+PEPA ARCHITECTS 

 

 

OPTION 2B &C: TYPICAL WINDOW: SINGLE HUNG‐12 LITES (FIXED) OVER 12 LITES (OPERABLE). INFILLED SIDES.  



WINDOW CONFIGURATION OPTIONS� 	2015
 
 
 

   
                                  ALLEN+PEPA ARCHITECTS 

       
OPTION 2D: TYPICAL WINDOW: SINGLE HUNG‐12 LITES (FIXED) OVER SINGLE PANE (OPERABLE). INFILLED SIDES. 



WINDOW CONFIGURATION OPTIONS� 	2015
 
 
 

   
                                  ALLEN+PEPA ARCHITECTS 

 

OPTION 4: TYPICAL WINDOW: SINGLE HUNG‐ 15 LITES (FIXED) OVER 15 LITES (OPERABLE). FULL SIZED WINDOW.   

. 



WINDOW CONFIGURATION OPTIONS� 	2015
 
 
 

   
                                  ALLEN+PEPA ARCHITECTS 

 

HISTORIC WINDOWS: DOUBLE‐HUNG 15 LITES OVER 15 LITES 
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No. Date Description

 1/2" = 1'-0"2 WEST WALL SECTION  1/2" = 1'-0"3 SOUTH ELEVATION -WINDOW ELEVATION

 1/2" = 1'-0"4 WINDOW ELEVATION
 1/2" = 1'-0"1 Section 6



APPLY CONTIN. BEAD OF CAULK TO
BACK OF FLANGE AT HEAD &
JAMBS PRIOR TO INSTALLING
WINDOW. DO NOT CAULK BACK
OF SILL FLANGE .

FLEXWRAP OR EQUAL HEAD
FLASHING  - EXTEND BEYOND
JAMB FLASHING.

FOLD FLAP BACK OVER HEAD
FLASHING. - SEE MANUF. SPECS. FOR
FLAP TAPING PROCEDURE.  PRIME
EXPOSED SHEATHING PRIOR TO
INSTALLING HEAD FLASHING.

6
" 
M

IN
.

EXPOSED SHEATHING

CUT FLAP ABOVE OPENING PRIOR TO
INSTALLATION OF WINDOW - SEE
MANUF. SPECS. FOR FLAP CUTTING &
FLIP-UP PROCEDURE.

MECHANICAL FASTENERS AS REQ'D.

DUPONT FLEXWRAP OR EQUAL.  CUT
MIN. 12" WIDER THAN OPENING.

FOLD BUILDING WRAP INTO OPENING
PRIOR TO INSTALLING FLEXWRAP OR
WINDOW.

FLEXWRAP OR EQUAL JAMB
FLASHING (BOTH SIDES OF
OPENING) - EXTEND MIN. 1" ABOVE
TOP FLANGE

2. OPENING FLASHING DETAIL

1. OPENING PREP DETAIL

INTERIOR 3RD FLOOR EXPOSED FRAMING

EXTERIOR VIEWS OF TYPICAL WINDOW

COUNCIL CHAMBERS WITH EXPOSED OAK  TRIM

SNOW LADEN SILL CRACKED SILL +/- 15-20 OF 96 -
FIX WITH  LIMESTONE COLORED
URETHANE CAULK

DELAMINATING SILL EXAMPLE INTERIOR WOOD SILL AT EXPOSED
STONE

EXPOSED INTERIOR STONE UNDER WOOD
SILL AND FOIL FACED GWB

REMOVE OLD
SEALANT
COMPLETELY

DON'T DO THIS!

RECESSED 2X6 SILL

2X4 FRAMING AT JAMBS

HEAD BLOCKING AT BRICK
ARCH - NOT CONTINUOUS

EXISTING CONCRETE OVER
IRREGULAR STONE
CREATING RECESS FOR  2X6

EXISTING TYPICAL WOOD SILL AND GUYP. BD. JAMB

EXISTING GWB JAMB UP TO EDGE OF WINDOW TYPICAL HVAC VENT EXCEPT AT LAW LIBRARY

SCOPE OF DEMO IF WINDOW AND FRAME ARE
REPLACED WITH FULL SIZE WINDOWS

SCOPE OF DEMO IF
WINDOW AND
FRAME ARE
REPLACED WITH
FULL SIZE WINDOWS

WINDOW SOFFIT TO REMAIN

MATERIAL SPECS:
1. DUPONT/TYVEK AIR BARRIER/BUILDING WRAP OR APPROVED EQUAL
2. TYVEK FLASHING TAPE OR APPROVED EQUAL
3. 9" DUPONT/TYVEK FLEX WRAP OR APPROVED EQUAL
4. DUPONT DOOR AND WINDOW FOAM OR APPROVED EQUAL
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 1" = 1'-0"1 WINDOW SILLS AND INTERIOR FRAMING

:

 1/2" = 1'-0"2 WINDOW WRAP
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W2BB
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(1) TOTAL

W5BB - "POLICE 2"
?x?
(1) TOTAL

EXISTING CONDITIONS AND NEW INFILL WINDOWS R.O.'S BASE BID WINDOWS

SIDE PANEL WINDOWS (REUSE EXISTING FRAMING)

WINDOW SPEC:
1. MIDWEST WINDOW & SUPPLY 800 HICKS DR ELBURN, IL 60119
2.DOUBLE HUNGS WITH GRILLES IN THE GLASS ALL SIDES
3. CLAD ULTIMATE DOUBLE HUNG-NEXT GENERATION.
4. GLAZING: LOW-E, ARGON FILLED
5. DIVIDED LITES VIA GRILLS INSIDE INSULATED GLAZING
6. W1:  RO 48 1/2" X 81 1/2" (12 OVER 1 LITES)
7. W2: RO: 48 1/2" X 69" (12 OVER 1 LITES)
8. W3: RO: 48 1/2 X 56.5" (8 OVER 1 LITES)
9. PERIMETER TRIM SPEC: PREFINSHED GREEN LP SIDING (ROUGH OR SMNOOTH TO BE DETERMINED AT
TIME OF MOCK-UP). RIPPED 1X10 AS IT MAY BE JUST OVER 7.5" WIDTH

BID SCOPE FOR MOCK-UP:
1. REPLACE (1) FIRST FLOOR WINDOW AT RM 125, (ENGINEERING) (KEYNOTE K8.1C)
2. WINDOW TYPE W-1.
3. IT IS THE INTENT THAT THE WINDOW WOULD BE INSTALLED MOSTLY FROM THE EXTERIOR EXCEPT FOR
FOAMING THE SHIM SPACE AND REPAIRING THE INTERIOR GYP. BD..
4. IT IS EXPECTED THAT THE EXISTING FRAMING IS LEFT IN PLACE UNLESS ROTTEN IN ANY WAY.
5.THE ADDITION OF THE 1" OAK AROUND THE OPENING TO CLEAN UP THE INTERFACE OF THE OLD AND THE
NEW WINDOW IF REQUIRED.

INSTALLATION PROCESS:
1. REMOVE WINDOW AND SIDING. CLEAN OFF ALL SEALANT FROM STONE.
2. CUT INTEROIR GYP. BD. 1 1/4" TO 1 1/2" FOR NEW 4 9/16" JAMBS
3. FOAM INSULATE BETWEEN THE EXISTING STUDS AND BETWEEN THE STUDS AND THE STONE
IMMEDIATELY AFTER REMOVAL OF THE WINDOW AND EXTERIOR TRIM.
4. INSTALL 5/8" SHEATHING AROUND ENTIRE WINDOW OPENING.
5. INSTALL TYVEK AIR BARRIER.
6. INSTALL SILL FLASHING PRIOR TO WINDOW INSTLALLATION
7. INSTALL WINDOW. ATTACH WITH FLANGES
7. INSTALL HEAD FLASHING PER 3-D ISOMENTRIC FROM MANUF. SPECIFICATIONS.
8. BOTTOM PANEL BELOW WINDOW SILL
9.  INSTALL SIDE PANELS PER DETAILS
10. INSTALL RADIUSED HEAD PANEL
11. SEALANT AND BACKER ROD AROUND THE PERIMETER WITH 3/8" TO 1/2" GAP. 5/8" ABSOLUTE MAX.

NEED TO FIELD
VERIFY

INTERIOR WALL
LOCATION AT SOME
PLACES

EXISTING
WINDOW SILL

2
 1

/2
"

SEALANT AND
BACKER ROD

7 1/2"

1/2"

8"

REUSE EXISTING OAK TRIM
WHERE POSSIBLE

.4
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"

SEALANT APPLIED
PRIOR TO INSTALL OF
VERTICAL PREFINISHED
SIMULATED WOOD

FINISH NAIL OR
SCREW WITH
SEALANT TO
MATCH PAINT
COLOR

CLOSED CELL FOAM

EXISTING FRAMING TO REMAIN

8"

22

MINOR REPAIRS TO EXISTING
STONE SILL SUCH AS
POLYURETHANE CAULK AT
VERTICAL CRACKS, REMOVAL OF
SPAULD STONE

STICKY-BACK W.R.GRACE
ICE&WATER SCHIELD FLASHING
(END DAMING OPTIONS?) (RED
DASHED LINE)

NEW 2X4 PRESSURE
TREATED SILL PLATE (IF
EXISTING  DOES NOT HAVE
ANY ROT, LEAVE IN PLACE)

EXISTING INTERIOR SILL
(OAK) TO REMAIN. NO
REFINISHING AT THIS
TIME

EXISTING INSULATIONP TO REMAIN
EXISTING GWB TO REMAIN

5/8" SHEATHING  AND AIR BARRIER
(TYVEK) AROUND ENTIRE WINDOW.
URETHANNE CAULK AT SHEATHING
JOINTS PRIOR TO AIR BARRIER
INSTALLATION

END DAMMED FLASHING SEALANT TO
STONE BEHIND MARVIN SILL PIECE

MARVIN A1452 SCRIBED TO SILL

WINDOW: MARVIN
CLAD ULTIMATE
DOUBLE HUNG ,

GREEN

NEW 1" QUARTER
ROUND, STAINED
AND VARNISHED OAK
TO MATCH SILL

NEW PREFINSHED GREEN 4/4
WOOD GRAIN EXTERIOR GRADE
EMBOSSED MDF OVER 5/8" PLY
SHEATING WITH SEALED FINISH
NAILS FASTENERS

BACKER ROD AND
POLYURETHANE SEALANT

ARCH SPRING POINT

+
/-
  
8
 1

/2
"

EXISTING GWB
WALL AND SOFFIT
TO REMAIN

NEW 1" QUARTER ROUND,
STAINED AND VARNISHED
OAK TO MATCH SILL, SIDES
AND HEAD

NEW CLOSED CELL
FOAM INSULATION

EXISTING FRAMING TO
REMAIN AND BE REUSED

2 1/2"

PREFINISHED (GREEN TPO MATCH
WINDOWS) EMBOSSED EXTERIRO
GRADE MDF INSTALLED WITH AS
FEW FINISH NAILS AS POSSIBLE

WINDOW HEAD FLASHING PER
3-D ISOMETRIC BY MARVIN
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1 4-7-15 CHANGES
FROM REVIEW

 3/8" = 1'-0"
WINDOW LEGEND WITH SIDE PANELS

 3" = 1'-0"2 WINDOW DETAIL AT FURRED OUT WALL

 3" = 1'-0"3 WINDOW DTL. AT EXPOSED STONE WALL
 3" = 1'-0"4 Window Sill Section
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 3/8" = 1'-0"
FULL WINDOW OPTIONS

 3" = 1'-0"1 WINDOW DETAIL FULL WINDOW

FULL WIDTH WINDOWS (REMOVE EXISTING FRAMING)

WINDOW SPEC:
1. LEAD SPEC: MIDWEST WINDOW & SUPPLY 800 HICKS DR ELBURN, IL 60119, ALDERSEN EAGLE WINDOW
ACCEPTABLE AS WELL
2. PREFINISHED CLAD WINDOW WITH 3" PERIMETER EXTRUSIONS
3. FIXED INSULATED WITH GRILLES IN THE GLASS OVER SINGLE AWNING (NO GRILLS)
4. GLAZING: LOW-E, ARGON FILLED
5. DIVIDED LITES VIA GRILLS INSIDE INSULATED GLAZING
6. INTERIOR SCREENS
6. W1 FW:  3" PERIMETER EXTRUDED ALUM TRIM ON SIDES AND TOP FOR OUTSIDE DIMS OF 5'-4" X 6'-9"
(FW=FULL WINDOW)
7. W2 FW: 3" PERIMETER EXTRUDED ALUM TRIM ON SIDES AND TOP FOR OUTSIDE DIMS OF 5'-4" X 5'8 1/2"
8. W3 FW: 3" PERIMETER EXTRUDED ALUM TRIM ON SIDES AND TOP FOR OUTSIDE DIMS OF 5'-4" CX 4'-8"
9. WORK BY OTHERS: A. BLINDS,   B. MISC. MASONRY WORK,   C. INTERIOR OAK SILLS, REMOVAL AND
REPLACEMENT OF GYP. BD AND SUB-FRAMING

BID SCOPE FOR MOCK-UP:
1. REPLACE (1) FIRST FLOOR WINDOW AT RM 125, (ENGINEERING) (KEYNOTE K8.1C).
2. WINDOW TYPE W-1FW.
3. IT IS THE INTENT THAT THE WINDOW WOULD BE INSTALLED WITH CONCEALED MASONRY CLIPS.
4. INTERIOR GYP. BD. WILL NEED TO CUT BACK FOR NEW WINDOW OPENING
5. OPEN CELL FOAM AROUND THE WINDOW (SHIM SPACE)
6. IT IS EXPECTED THAT THE EXISTING 2X4 FRAMING WILL NEED TO BE REMOVED AND REPLACED
INCLUDING THE 2X6 SILL.
7. WORK BY OTHER TRADES: MASON TO CLEAN UP MASONRY SILLS AND POSSIBLY THE PERIMETER OF
THE WINDOWS.

NEW OAK WINDOW SILLS
AND APRON SINCE OPEING IS
WIDER

REPAIR LIMESTONE SILL

INSTALLATION PROCESS:
1. REMOVE WINDOW AND PERIMETER TRIM. CLEAN OFF ALL SEALANT FROM STONE.
2. CUT INTERIOR GYP. BD. AS REQUIRED
3. INSTALL ADDITIONAL FRAMING AND GYP. BD. AT HEAD FOR LOWER WINDOWS.
4. ADD NEW FRAMING AS REQUIRED TO SUPPORT FULL WIDTH WINDOW WITH 3"
PERIMETER TRIM. SEE PLAN AND SECTION DETAILS
5. INSULATE THE INTERIOR NEWLY EXPOSED SIDE WALLS PER PLAN DETAILS.
6. INSTALL EXTERIOR 5/8" SHEATHING AROUND ENTIRE WINDOW OPENING.
7. INSTALL TYVEK AIR BARRIER.
8. INSTALL SILL FLASHING PRIOR TO WINDOW INSTALLATION
9.  INSTALL WINDOW. ATTACH WITH INTERIOR FLANGES
10. INSTALL PREMADE, PREFINISHED HEAD FLASHING OVER THE NEW 3" PERIMETER TRIM,
SCRIBED  INTO THE BRICK ARCH
11. FOAM INSULATE AT THE SHIM SPACE AROUND THE WINDOW
12. INSTALL SEALANT AND BACKER ROD AROUND PERIMETER

 3" = 1'-0"2 FULL WINDOW SECTION







Hello Joe and Drew, 

I certainly appreciate your time talking on Monday. Please note time demands with Quarter End 

and Year-End Board meeting work precluded me to getting this done until today. If this can still 

be on the agenda Monday that would be nice to know as I live on the west coast and travel to 

hometown Batavia on as needed basis. 

This project considers only the repair of damaged wood and no changes to the design or 

appearance. Even the white paint will remain the same. I tried drawing the railing but was too 

difficult to do by hand because of the design. I am attaching pictures of the railing systems and 

the column. The damage is not bad and we are using synthetic wood filler to patch and repair the 

railing and columns. We will use matching 2x8 to repair the damaged under structure. 

Essentially the before and after appearance of the house will not change at all and will have new 

white paint and a clean look. We do high quality restorations which both Tobie and Jeff and have 

the outcome of. 

Let me know what comes about and what you need to allow us the fix this porch. As you know it 

is on a busy corner down town and it is unpleasant to look at. Not a good reflection for downtown 

Batavia. We are trying to complete work before winter or will let it sit until the spring and after 

the thaw. 

Thank you so very much. 

Thomas E. Bittner 


















